SUMMARY OF QUANTITIES

TOTAL | SHEET
ROUTE NO. | SECTION COUNTY SHEETS o,
F.A.S. 62|04-0064

oH 13 | -00-BR STEPHENSON 15 2
, CONSTRUCTION TYPE CODE: X020-2A :
: ROAD DIST. | nimois | EAST PLUM RIVER
NUMBER ITEM : unr QUANTITY CONTRACT NO. 85419
20100110 | TREE REMOVAL (6 TO 15 UNITS DIAMETER) UNIT 28 30-0° & VAR, SSEE SHEET § FOR SHOULDER
20200100 | EARTH EXCAVATION cu YD 18 AND GUARDRAIL DETAILS
20300100 | CHANNEL EXCAVATION cu YD 620 o o s prgn
2070010 | POROUS GRANULAR EMBANKMENT TON 70 e Anoe R e Ry 4
#| 25001000 | SEEDING, CLASS 2 (SPECIAL) ACRE 05 PAVEMENT DESIGN (80,000 LBS.) VAR, ¢ Rowr VAR | 0" & VAR
28000250 | TEMPORARY EROSION CONTROL SEEDING » POUND 75 Structural Deslgn Traffle (S.D.T.) : Year 2018 P.V. = 43, SU. = 34, MU, = 25 Loser| Be T, S oROPOSED PG n‘{l , 1S
28000400 | PERIMETER EROSION BARRIER FooT 834 Closs III Road AR 20 - —
‘ ' v == m
28100207 | STONE RIPRAP, CLASS A4 : TON 232 Minimum Soll Supports Ep = 3 k.s.l. (Assumed) 5 AN 73 "
26200200 | FILTER FABRIC R , sa YD 33 27
35101400 | AGGREGATE BASE COURSE, TYPE B TON 753 Percent of S.D.T. In Design Lane: P = 50% S = 50% M = 50% 6" AGGREGATE 1h”” HOT-MIX ASHPALT SURFACE
40600100 | BITUMINOUS MATERIALS (PRIME COAT) ‘ | eALLON 779 T.F. = 0.154 SHOULDERS, TYPE B COURSE, MIX *C", N50
40603080 | HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N50 TON 255 Temp.=72° Fii Es=650 (AC-10) Design Strain=265 RS BASE 3" HOT-MIX ASHPALT BINDER
40603310 | HOT-MIX ASPHALT SURFACE COURSE, MIX 'C", N50 TON 1 ’ COURSE, IL-19.0, N50
44000100 | PAVEMENT REMOVAL S0 YD 1140
44000200 | DRIVEWAY PAVEMENT REMOVAL ' sa YD 40 SUGGESTED FILL SECTION TYPICAL PROPOSED CROSS SECTION SUBGESTED CUT SECTION
48101200 | AGGREGATE SHOULDERS, TYPE B TON 102 CONSTRUCT AS SHOWN BY STA. 189+50.00 TO STA. 190+68.57 AND CONSTRUCT AS SHOWN BY
*| 50100100 REMOVAL OF EXISTING STRUCTURES : EACH 1 STATION CROSS SECTIONS STA. 193+29.00 TO STA. 193+75.00 STATION CROSS SECTIONS
50200100 | STRUCTURE EXCAVATION cU YD 64 TRANSITION FROM EXISTING ROADWAY TO PROPOSED ROADWAY
50300225 | CONCRETE STRUCTURES ‘ U YD 72.5 ggABf;;gggfgr/;gclgigzgRau STA. 189+00 TO STA. 189+50 AND FROM
50300255 | CONCRETE SUPERSTRUCTURE ‘ cuU YD 114.9 : “SEE SHEET 5 FOR SHOULDER
~0" & VAR, ‘
50300260 | BRIDGE DECK GROOVING sa YD 243 32°-0" & VAR, = AND GUARDRAIL DETAILS
50300300 | PROTECTIVE COAT sa o 293 ;,
50800205 | REINFORCEMENT BARS, EPOXY COATED POUND 34,380 #5000 -0 -0 w5000 gege [20
Al 50900205 | STEEL RAILING, TYPE SI _ FooT 156 M 3178 VAR,
51201600 | FURNISHING STEEL PILES HPIEX53 FooT 476 VAR | o oWy, =] 1-07, | VAR 270" & VARIES
51202305 | DRIVING PILES FooT 476 L/FT J6"/FT. ~PROPOSED P.G.
51203600 | TEST PILE STEEL HPIZX53 . EACH 2 === X
51500100 | NAME PLATES EACH 1 X\ pos
Al 63000001 | STEEL PLATE BEAM GUARDRAIL, TYPE A, 6 FOOT POSTS FOOT 25 ‘ d
1" HOT-MIX ASPHALT SURFACE 15" HOT-MIX ASHPALT SURFACE
Al 63100075 | TRAFFIC BARRIER TERMINAL, TYPE 5A EACH 2 COURSE, MIX 'C%, N50 / CHURSE. HIX 0% WG
»| 63200305 | STEEL FLATE BEAM GUARDRAIL REMOVAL FooT 206 20, HOT-MIX ASPHALT BINDER 8% AGEREGATE BASE " o
«| 63200307 | STEEL PLATE BEAM GUARDRAIL REMOVAL ATTACHED TO STRUCTURE FoOT 66 COURSE, IL-19.0, N50 COURSE, TYPE B oL MIX ASHEALT BINER
67100100 | MOBILIZATION ' L SUM 1 g; &%Gé?Egﬁg BAsE
«| 70101700 | TRAFFIC CONTROL AND PROTECTION L SUM 1 '
A7 7800110 | PAINT PAVEMENT MARKING - LINE 4" FooT 1330 SUGGESTED FILL SECTION TYPICAL Z 5 Opgfi DS CjR Z;si iffn oN ggigizzgg :grsigxzfgﬁ
- CONSTRUCT AS SHOWN BY STA. 190+68. TA. 191+
L) 78201000 | TERMINAL MARKER - DIRECT APPLIED EACH 4 —3TA. 85°00 STATION CROSS SECTIONS STA. 102+32.00 TO STA. 193+29.00 STATION CROSS SECTIONS
£ LR631020 | TRAFFIC BARRIER TERMINAL. TYPE 1 EACH 2 PROPOSED 1b* HOT-HIX :
=| X502050! | UNDERWATER STRUCTURE EXCAVATION PROTECTION - LOCATION 1 EACH 1 ASPIALT SISFACE CSE SAWED BUTT JOINT FULL DEPTH
X5020502 | UNDERWATER STRUCTURE EXCAVATION PROTECTION - LOCATION 2 EACH 1 OF EXIST. BIT. SURFACE®
PROPOSED 3" HOT-MIX _ PROPOSED PROFILE TOP OF EXIST. BIT.
"SEE SPECIAL PROVISIONS ASPHALT BINDER CSE. SURFACE o
O SPECTALTY rTEMS 307-0" & VAR
Z s S :
Y o 50" & VAR._ | ) 20-0" ROADWAY - 5-0" & VAR.
——— T R . SHLDR. f AGG. SHLDR.
, PROPOSED 8" AGGREGATE | ADDITIONAL AGG. BASE CSE., TY B AGG. SHLDR 1
ED £ T‘—— .
GENERAL NOTES BASE CSE.. TYPE B L WEDGE TO BE CONSTRUCTED AT l ‘
WHERE SECTION OR SUBSECTION MONUMENTS ARE ENCOUNTERED. ] 500 BRIDGE AND EXISTING PAVEMENT L L,
THE ENGINEER SHALL BE NOTIFIED BEFORE SUCH MONUMENTS ARE ‘ AS' SHOWN, a8 yAR: & by
REMOVED. THE CONTRACTOR SHALL PROTECT AND CAREFULLY : 3
PRESERVE ALL PROPERTY MARKS AND MONUMENTS UNTIL THE OWNER, ELEVATION AT BEGINNING AND END OF IMPROVEMENT ot

AND AUTHORIZED SURVEYOR OR AGENT HAS WITNESSED OR OTHERWISE
REFERENCED THEIR LOCATION.

THE AREA TO BE SEEDED SHALL CONSIST OF ALL DISTURBED EARTH
SURFACES WITHIN THE RIGHT OF WAY, AS DIRECTED BY THE
ENGINEER. ’
SEEDING, CLASS 2 (SPECIAL) = 0.5 ACRE
TREES THAT INTERFERE WITH THE CONSTRUCTION WITHIN THE
LIMITS OF THE R.OMW. LINES SHALL BE REMOVED ONLY AS DIRECTED
BY THE ENGINEER.

TREE REMOVAL (6 TO I5 UNITS DIAMETER)

35.6” LT. STA. 192+67 = 6 UNITS
39.6° LT. STA. 192+69 = 1l UNITS
35.67 LT. STA. 192+71 = Il UNITS

TOTAL = 28 UNITS

JOINT DETAILS

*COST INCLUDED IN "PAVEMENT REMOVAL".

HOT-MIX ASPHALT MIXTURE REQUIREMENTS
MIXTURE USE(S) SURFACE COURSE BINDER COURSE
TAC/PG: 64-22 64-22
DESIGN AIR VOIDS: 4.07 © Ngg = 50 4.0% © Ngos = 50
WIXTURE COMPOSITTON:
(GRADATION MIXTURE) 195 iL 1.0
FRICTION AGGREGATE: MIXTURE C N/A

EXISTING TYPICAL CROSS SECTION

SUMMARY OF QUANTITIES, GENERAL NOTES
AND TYPICAL CROSS SECTION
COUNTY HIGHWAY 13
SECTION 04-00164-00-BR
STEPHENSON COUNTY
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